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ESV183N04TXD SMVector NEMA4x
25HP 18.5KW 380-480V for
PWG7700i
Key features

NEMA 4X Enclosure: Offers superior protection against dust, water, and
corrosive elements, ideal for harsh outdoor or industrial conditions.
Motor Power: Provides 25HP (18.5KW) performance, ensuring robust
operation for heavy-duty applications.
Voltage Range: Compatible with 380-480V systems, catering to a wide
array of industrial needs.
1 Year Warranty, Customer Support and Service in the USA

ESV183N04TXD SMVector NEMA4x 25HP Description

The ESV183N04TXD SMVector is a versatile NEMA 4X variable frequency drive designed for the PWG7700i series. With a power capacity of 25HP (18.5KW) and
compatibility with 380-480V power systems, this drive excels in providing precise motor control in challenging environments, making it suitable for various industrial
applications.
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Technical Specifications
Warranty 1 Year

Unit Weight & Dimensions Packaging Weight & Dimensions
Total Unit Weight 17 lbs / 8 Kg Package 1 Net Weight 17 lbs / 8 Kg

Package 1 Width 9 in / 22.86 cm

Package 1 Gross Weight 22 lbs / 10 Kg

Package 1 Height 11 in / 27.94 cm

Package 1 Length 9 in / 22.86 cm


