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1.000 kg Battery Powered Pulling
Winch 80/82V Lithium-Ion with
accesories 220v Charger
Key features

1 Year Warranty, Customer Support and Service in the USA

Performance Designed to be used year-round, the winch can be operated down to 6.8 degrees Fahrenheit without affecting its autonomy or performance. It can also
be used indoors as well as outdoors! Design & Features With its push button starter, the PCW3000-Li is the simplest and fastest winch to start. It is also the first one
to offer three operating speeds. 1.000 kg Battery Powered Pulling Winch 80/82V Lithium-Ion
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Technical Specifications
Rated Load Capacity 4400 lb-2000 kg @ 2 lines | 2200

lb-1000 kg @ 1 line
Accessories Lithium Battery & Charger

Speed (f/m) / min S1 : 27 ft/min - 8.1 M/MIN
S2 : 33 ’ft/min - 10 M/MIN
S3 : 38 ft/min - 11.6 M/MIN

Standards Compliance CE & IPX3

Number of Speeds 3 Speed Made in Canada

Motor Brand and Model Portable Winch - 82 Max Warranty 1 Year

Motor/Engine Type Brushless electric motor with overload
protection 360° inclinable 1.0 kW - 82
Volts

Drum turns when motor/engine is
idling

Yes

Motor/Engine Power 1.0 kW Gearbox Aluminium alloy. Heat treated 3-stage
helical & spur gears. Mounted on ball
bearings. Oil bath lubrication.

Gear Ratio 200:1 Rope Retention System No

Reducer Brake Brake Anti-reversing roller clutch
bearing

Unit Weight & Dimensions
BD Barrel Diameter Ø 3’’ (76 mm) : S1 : 27’/min - 8.1 M/MIN S2 : 33’/min - 10 M/MIN S3 : 38’/min - 11.6 M/MIN


