PW-Q606-TX

Prowinch Q Series Transmitter
(only) 6 Buttons Double Speed

Key features

e 3 Year Warranty, Customer Support and Service in the USA

Prowinch Q Series Transmitter (only) 6 Buttons Double Speed
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1ISO 9001:2015 REG: 1875/01




PW-Q606-TX

Technical Specifications

FCCID

Buttons

Transmitter Power Supply
Material

Control Distance

Safety Code

2AZMK-Q1212
6

2 AA batteries
PA6 30% GF
300 ft /100 mt

200 Millions

prowinch.com

Unit Weight & Dimensions

A Total Height
W Width
D Depth

Total Unit Weight

prowinch.com

7
2.7
1.2

llbs/1Kg

Prowinch LLC Certified under
Standard Quality Management

Systems 1SO 9001

Wireless Frequency Range

IEC Motor Protection
Emergency Stop

Operating Temperature Range

Warranty

D

433/480 MHz

IP65

YES

-40 ~ 185 °F /-40 ~ 85°C

3 Year

Packaging Weight & Dimensions

Package 1 Net Weight
Package 1 Width
Package 1 Gross Weight
Package 1 Height

Package 1 Length

info@prowinch.com

1lbs/0Kg
5in/12.7 cm
2 lbs/1Kg
5in/12.7 cm

5in/12.7 cm
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