PWCG1T

1 Ton Gas Capstan winch 2000 Ibs

Key features

e 1 Year Warranty, Customer Support and Service in the USA

1 Ton Gas Capstan winch 2000 Ibs
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Technical Specifications

Rated Load Capacity

1st Layer Rated Capacity
Number of Layers

Speed /min

Number of Speeds

Wire rope capacity per layer
first/last

Motor Brand and Model

0.8 ton

1763 1b / 800 kg

1

33 - 49 ft/min /10 - 15 m/min
2 Speed

Unlimited

Mitsubishi or Honda GX160

Gear / Caja de Cambio

Reverse / Reversa
Capacity No lifting in reverse
Capacidad Sin izaje en reversa

Speed (per min
P (p ) 39ft/12m

Velocidad (por min)

Unit Weight & Dimensions

A Total Height
W Width
D Depth

Total Unit Weight

prowinch.com

390 mm
740 mm
390 mm

97 lbs / 45 Kg

Prowinch LLC Certified under
Standard Quality Management

Systems 1SO 9001

Motor/Engine Type
Motor/Engine Power

Control

Transmission / Reducer Type
Drum Type

Warranty

Dimensions in mm / Dimensiones en mm

Fast / Rapido  Slow / Lento
13221b/0.6t 176371b/0.8t
49ft/15m 32ft/10m

Gasoline Manual Start

3 HP

Gearshift on the Capstan
Direct Gearbox

Capstan

1 Year

Packaging Weight & Dimensions

Package 1 Net Weight
Package 1 Width
Package 1 Gross Weight
Package 1 Height

Package 1 Length

info@prowinch.com

97 Ibs / 44 Kg
18in/45.72 cm
136 Ibs / 62 Kg
21in/53.34cm

33in/83.82 cm
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